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This is our work-in-progress update CPCCCA2003A Erect and dismantle formwork for footings and slabs on ground: https://training.gov.au/Training/Details/CPCCCA2003A

· Changes made to all units:
· the performance criteria (PCs) in the draft unit are expressed in active voice rather than passive voice to make them easier to read (e.g. ‘select tools’ rather than ‘tools are selected’)
· simplified performance criteria & made consistent with those in other units in the CPC Training Package 
· changed PCs to active voice to make them easier to read and understand
· changed expression in Application, Elements, PCs and Assessment Requirements for brevity and clarity
· added the following PCs, so that this information need not be repeated in other PCs, requiring that all work is conducted so that it meets all requirements of:
· the National Construction Code (NCC), Australian Standards, Commonwealth & state/territory legislation 
· workplace requirements, site drawings and specifications
· workplace health and safety (WHS) in safety plans, policies, job safety analyses (JSAs), safe work method statements (SWMSs) and safety data sheets (SDSs)
· added PCs to 
· inspect work site, assess hazards and apply risk controls
· select personal protective equipment PPE
· used ‘drawings’ for consistency in PCs to replace terms which are used interchangeably in many units like ‘job drawings’, ‘site drawings’ and ‘site plan’ 
· used consistent elements for ‘Plan and prepare’ and ‘Clean-up’ to assist training delivery and assessment, and to reinforce sets of processes in these activities
· listed tools and materials from the current units’ Range Statements in the  Knowledge Evidence section of the new draft units
· focused Performance Evidence to define exactly must be done (e.g. size, dimensions, number of times) by the candidate while meeting all the requirements of the PCs
· 
· Additional changes made to this unit:
· revised content to remove ‘basic’ and include responsibility for organising and completing tasks in the Application section to reflect the unit being re-drafted at AQF level 3
· imported PC 2.1 from CPCCCA3019 ‘Clear work area and prepare surface for safe erection of formwork for suspended slabs, columns, beams and walls’ (for consistency with other unit)
· imported PC 3.1 from CPCCCA3019  ‘Obtain confirmation from engineer that concrete is cured and formwork can be dismantled’ (for consistency with the other unit)
· 





Unit of Competency CPCCCA3XXX Erect and dismantle formwork for footings and slabs on ground
Application
This unit of competency specifies the skills and knowledge required to erect and dismantle formwork for slabs on ground, rebates to slabs on ground, and steps to strip footings. 
[bookmark: _1fob9te]The unit includes:
· establishing required levels on site and constructing formwork using boxing materials, including timber, metal, masonry, fibre cement sheeting or reconstituted timber products, and fixings to contain wet poured concrete until it is completely cured
· stripping the formwork and preparing and storing it for re-use.
A person working at this level would be expected to take responsibility for organising and completing tasks assigned to them without close supervision.
No licensing, legislative or certification requirements apply to this unit at the time of publication.
Prerequisite Unit
CPCCOHS2001A Apply OHS requirements, policies and procedures in the construction industry 
Elements and Performance Criteria
	1. Plan and prepare.
	1.1	Review work instructions to erect and dismantle formwork for footings and slabs on ground, and plan and schedule sequence of work.
1.2	Conduct all work to meet requirements of Commonwealth and state/territory legislation, Australian Standards and the National Construction Code, environmental plans and obligations, and manufacturers’ specifications.
1.3	Conduct all work in accordance with workplace requirements and site drawings and specifications.
1.4	Follow workplace health and safety (WHS) requirements in safety plans, policies, job safety analyses (JSAs), safe work method statements (SWMSs) and safety data sheets (SDSs).
1.5	Inspect work site, assess hazards and apply risk controls, including required signage and barricades.
1.6	Select tools and equipment, including personal protective equipment (PPE), check for serviceability and rectify or report any faults.
1.7	Identify materials required for task, calculate quantities, handle safely and prepare and position ready for use.

	2. Erect formwork.
	2.1	Clear work area and prepare surface for safe erection of formwork for suspended slabs, columns, beams and walls.
2.2	Measure, set out and level formwork.
2.3	Apply fixing and fasteners to ensure stable formwork construction.
2.4	Construct and erect edge rebate.
2.5	Check and brace formwork for accuracy of square and dimension.
2.6	Install lock-outs and cast-in services to specified locations.
2.7	Apply release agent to formwork face following manufacturer’s specifications.

	3. Strip formwork and prepare for reuse.
	3.1	Obtain confirmation from engineer that concrete is cured and formwork can be dismantled.
3.2	Remove edge boxing and bracing support sequentially and safely.
3.3	Check formwork for re-usability and dispose of damaged components to requirements.
3.4	Safely denail, clean and store or stack reusable timber formwork components for reuse or removal from site.
3.5	Safely clean, oil and store or stack re-usable steel formwork components to manufacturers’ maintenance recommendations.	

	[bookmark: _GoBack]4. Clean up.
	4.1	Clean up, meeting all legislative and workplace requirements for safety, waste disposal, materials handling and protection of the environment.
4.2	Clear work area and reuse, recycle or dispose of materials and waste.
4.3	Check, maintain and store tools and equipment and rectify or report any faults.


Foundation skills
Foundation skills essential to performance are explicit in the performance criteria of this unit of competency. 
Unit Mapping Information	
No equivalent unit.
Links
Companion Volume Implementation Guide: to be added 

Assessment Requirements for CPCCCA3XXX Erect and dismantle formwork for footings and slabs on ground

Performance Evidence
To demonstrate competency, a candidate must meet the performance criteria of this unit by erecting and dismantling formwork for:
· one slab on ground including:
· a minimum area of 30 square metres
· a minimum thickness of 100 mm
· an edge rebate and an internal corner
· one step to a foundation excavation.
All work must be performed to the standard required in the workplace.
Knowledge Evidence
To be competent in this unit, a candidate must demonstrate knowledge of:
· compliance requirements of the National Construction Code and Australian Standards relating to all aspects of erecting and dismantling formwork for footings and slabs on ground
· workplace quality policies and standards relating to formwork
· job safety analyses (JSAs), safe work method statements (SWMSs) and safety data sheets (SDSs)
· safety requirements, including:
· emergency requirements
· handling activities
· hazard assessment and risk controls
· hazardous materials and substances
· organisational first aid
· prescribed personal protective equipment (PPE)
· safe operating procedures
· use of firefighting equipment
· safe use of tools and equipment
· environmental requirements, including for:
· clean up protection
· dust and noise
· waste management
· types of tools and equipment required for erecting and dismantling formwork for footings and slabs on ground and their characteristics, uses and limitations, including:
· air compressors and hoses
· automatic, laser and spirit levels
· bevels
· chisels
· hammers
· hand saws
· marking equipment
· measuring tapes and rules
· nail bags
· nail guns
· pinch bars
· power drills and power saws
· power leads
· saw stools
· shovels
· spanners
· combination, steel and tri-squares
· string lines
· construction terminology applicable to erecting and dismantling formwork
· types, characteristics and applications of formwork materials, including:
· bolts and nuts
· boxing, including timber, metal, masonry, fibre cement sheeting or reconstituted timber products
· metal brackets
· nails and spikes
· steel tie rods
· formwork techniques
· types of plans, specifications and drawings relating to formwork, and symbols and notations used on them
· processes for measuring and setting out formwork
· processes for calculating material requirements
· requirements for line, level and plumb in construction projects.
Assessment Conditions
Assessors must meet the requirements for assessors contained in the Standards for Registered Training Organisations. 
This unit must be assessed: 
· in the workplace or a close simulation of the workplace environment, provided that simulated or project-based assessment techniques fully replicate construction workplace conditions, materials, activities, responsibilities and procedures
· using realistic tasks or simulated tasks, relevant specifications and work instructions, standard work practices, safety requirements and environmental constraints.
Links
Companion Volume Implementation Guide: to be added 
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