
Unit of Competency CPCCPD2013 Remove and replace doors and door and window components
Artibus Innovation Industry Consultation: Streamlining current units of competency to the latest Standards for Training Packages

Industry members are invited to provide feedback on the attached draft streamlined unit of competency. The streamlining process can be summarised as:
· checking the unit title, application, elements and performance criteria for consistency, coverage and relevance to the industry
· simplifying and checking the ‘Critical aspects of assessment’ from the original unit to create the ‘Performance Evidence’ for the revised unit to specify what has to be done and how many times
· simplifying and checking the ‘Required Knowledge’ from the original unit for coverage and relevance to create the ‘Knowledge Evidence’ section for assessment in the revised unit
The current draft of this unit appears later in this document. On this page, the technical writer has imported the Elements and Performance Criteria, the Required Knowledge and relevant sections of the ‘Critical aspects of evidence’ from the current unit and annotated them with proposed changes and questions for industry experts. These changes have been incorporated in the draft unit. 
Please note that:
· the performance criteria in the draft unit are expressed in active voice rather than passive voice to make them easier to read
· the following have been added to the performance criteria in most draft units:
· the statement ‘Conduct all work to meet requirements for quality and those of Commonwealth and state/territory legislation, manufacturers’ specifications and the workplace’ - this is to replace repetition of these requirements throughout the performance criteria
· requirements to undertake a hazard assessment, put risk controls in place and to use PPE.
The full current unit can be viewed at https://training.gov.au
The Standards for Training Packages can be viewed at https://docs.education.gov.au/documents/standards-training-packages - content
Industry members are invited to consider the content of the current unit and the technical writer’s comments and questions on the next page, and the draft unit on the following pages, and to provide feedback and suggestions to http://enquiries@artibus.com.au
Industry members are also invited to call or email the technical writer, Chris Todd, to discuss any aspect of the unit: chris@artibus.com.au / 0419-314-816
CURRENT UNIT

Unit of Competency CPCCPD2013A Remove and replace doors and door and window components
Elements and Performance Criteria
	1.	Plan and prepare.
	1.1.	Work instructions and operational details are obtained using relevant information, confirmed and applied for planning and preparation purposes. 	Comment by Chris Todd: Simplified for clarity
1.2.	Safety (OHS) requirements are followed in accordance with safety plans and policies. 	Comment by Chris Todd: Added reference to JSA, SDS & SWMS
1.3.	Signage and barricade requirements are identified and implemented.
1.4.	Tools and equipment are selected to carry out tasks that are consistent with the requirements of the job, checked for serviceability and any faults are rectified or reported prior to commencement.
1.5.	Materials quantity requirements are calculated in accordance with plans, specifications and quality requirements. 	Comment by Chris Todd: The only materials I can see in the unit are panes of replacement glass. Removed 1.5 & 1.6
1.6.	Materials appropriate to the work application are identified, obtained, prepared, safely handled and located ready for use.
1.7.	Environmental requirements are identified for the project in accordance with environmental plans and regulatory obligations and applied. 

	2.	Remove door and window furniture.
	2.1.	Screens and fittings are carefully removed and stored safely.	Comment by Chris Todd: Combined to avoid repletion. Added PC about avoiding damage to meet critical aspect of evidence
2.2.	Window furniture is carefully removed and located or stored safely. 
2.3.	Door furniture is carefully removed and located or stored safely. 
2.4.	Doors are carefully removed and located or stored safely.

	3.	Install glass to doors and windows.
	3.1.	Old panes of glass are removed from doors and windows safely, without undue damage and demonstrating correct hacking procedure.
3.2.	Right type and style of glass for replacement in keeping with the finish and purpose of door or window is determined.	Comment by Chris Todd: Replaced with ‘appropriate’	Comment by Chris Todd: Combined these aspects for brevity
3.3.	Appropriate glass for replacement is sourced, measured and cut as required determining the correct fixing method for installation.	Comment by Chris Todd: Unclear how this relates to the rest of the PC. Moved to new 3.2.
3.4.	Door or window aperture is cleaned, repaired and primed prior to installation of new glass.
3.5.	New glass is installed to specification and required finish.

	4.	Replace doors and door and window furniture.
	4.1.	Doors are carefully handled, placed, hung and fixed into original place.
4.2.	Door furniture is refitted and fixed back into place to specifications and without marking door or surrounds.
4.3.	Window furniture is refitted and fixed back into place to specifications and without marking window surfaces or surrounds.
4.4.	Screens are replaced securely in position without damage to surrounds.

	5.	Clean up.
	5.1.	Work area is cleared and materials disposed of, reused or recycled in accordance with legislation, regulations, codes of practice and job specification.	Comment by Chris Todd: Replaced by the statements in Element 1 that cover all PCs
5.2.	Tools and equipment are cleaned, checked, maintained and stored in accordance with manufacturer recommendations and standard work practices.


Required Knowledge
correct and safe procedures for removal and replacement of glass
door and window furniture removal and replacement techniques
glass cutting techniques
job safety analysis (JSA) and safe work method statements
materials storage and environmentally friendly waste management
painting and decorating and basic carpentry terminology
plans, drawings and specifications
quality requirements	Comment by Chris Todd: Added to 1.3
safe handing techniques for glass	Comment by Chris Todd: Added to 3.1 & 3.5
types, uses and limitations of tools used in the removal and replacement of door and window furniture
workplace and equipment safety requirements.
Critical aspects of evidence
remove and replace components ensuring surrounding areas and furniture components remain undamaged	Comment by Chris Todd: Not required in Performance Evidence as is covered by PCs
safely and effectively remove and replace a minimum of:
one door with an independent screen
furniture from two different door types
furniture from two different window types with at least one having independent screens
glazing from a timber door or window 


DRAFT UNIT
CPCCPD2013 
Remove and replace doors and door and window components
Application
This unit of competency specifies the skills and knowledge required to remove and replace doors and door and window furniture for the purpose of painting.
[bookmark: _Hlk512512031]The unit includes reglazing and planning and preparation for the work, removal and replacement of doors and door and window furniture, and completion of clean-up activities.
The unit is suitable for those with basic skills and knowledge undertaking routine work tasks under the direction of more experienced workers.
No licensing, legislative or certification requirements apply to this unit at the time of publication.
Prerequisite Unit
CPCCOHS2001A Apply OHS requirements, policies and procedures in the construction industry. 
Elements and Performance Criteria
	1. Plan and prepare.
	1.1	Review work instructions for requirements to remove and replace doors and windows components.
1.2	Conduct all work to meet requirements of Commonwealth and state/territory legislation, environmental plans and obligations, and manufacturers’ specifications.
1.3	Conduct all work in accordance with workplace requirements and site drawings and specifications.
[bookmark: _GoBack]1.4	Follow workplace health and safety (WHS) requirements in safety plans, policies, job safety analyses (JSAs), safe work method statements (SWMSs) and safety data sheets (SDSs).
1.5	Inspect work site, assess hazards and apply risk controls, including required signage and barricades.
1.6	Select tools and equipment, including personal protective equipment (PPE), check for serviceability and rectify/report any faults.

	2. Remove door and window components.
	2.1	Remove door and window components carefully, including doors, screens and fittings and door and window furniture. 
2.2	Remove components without damaging surrounding areas and objects.
2.3	Locate or store components safely.

	3. Install glass to doors and windows.
	3.1	Use safe handling techniques for glass to remove old panes of glass from doors and windows safely, without undue damage and demonstrating correct hacking procedure.	
3.2	Determine the correct fixing method for installation of replacement glass.
3.3	Determine, source, measure and cut type and style of glass for replacement in keeping with the finish and purpose of door or window.
3.4	Clean, repair and prime door or window aperture before installation of replacement glass.
3.5	Use safe handling techniques for glass to install replacement glass to specification and required finish.

	4. Replace doors and door and window furniture.
	4.1	Handle, place, hang and fix doors carefully into original position.
4.2	Refit door furniture and fix back into place without marking door or surrounds.
4.3	Refit window furniture and fix back into place without marking window surfaces or surrounds.
4.4	Replace screens securely in position without damage to surrounds.	

	5. Clean up.
	5.1	Clean-up meeting all legislative and workplace requirements for safety, waste disposal, materials handling and protection of the environment.
5.2	Clear work area and reuse, recycle or dispose of materials and waste.
5.3	Check, maintain and store tools and equipment and rectify/report any faults.


Foundation skills
Foundation skills essential to performance are explicit in the performance criteria of this unit of competency. 
Unit Mapping Information	
Supersedes and equivalent to CPCCPD2013A Remove and replace doors and door and window components.
Links
Companion Volume Implementation Guide: to be added [or https// …]

Assessment Requirements for CPCCPD2013 Remove and replace doors and door and window components
Performance Evidence
To demonstrate competency, a candidate must meet the performance criteria of this unit by safely and effectively removing and replacing a minimum of:
· one door with an independent screen
· furniture from two different door types, including:
· closers
· handles
· hinges
· latches
· locks
· safety chains
· screens
· furniture from two different window types with at least one having independent screens, including:
· brackets
· catches
· handles
· locks
· screens
· stays
· glazing from a timber door or window.
All work must be performed to the standard required in the workplace.
Knowledge Evidence
To be competent in this unit, a candidate must demonstrate knowledge of:
· job safety analysis (JSAs) and safe work method statements (SWMSs)
· safety data sheets (SDSs)
· safety requirements, including:
· emergency requirements
· handling activities
· hazard assessment and risk controls
· hazardous materials and substances
· organisational first aid
· prescribed PPE
· safe operating procedures
· use of firefighting equipment
· safe use of tools and equipment
· environmental requirements, including for:
· clean-up management
· dust and noise
· waste management
· glazing from a timber door or window
· correct and safe procedures for removal and replacement of glass
· safe handing techniques for glass
· door and window furniture removal and replacement techniques for:
· door furniture, including:
· closers
· handles
· hinges
· latches
· locks
· safety chains
· screens
· window furniture, including:
· brackets
· catches
· handles
· locks
· screens
· stays
· glass cutting techniques
· painting and decorating and basic carpentry terminology
· quality requirements
· types, uses and limitations of tools used in the removal and replacement of door and window furniture.
Assessment Conditions
Assessors must meet the requirements for assessors contained in the Standards for Registered Training Organisations. 
This unit must be assessed: 
· in the workplace or a close simulation of the workplace environment, provided that simulated or project-based assessment techniques fully replicate construction workplace conditions, materials, activities, responsibilities and procedures
· using realistic tasks or simulated tasks, relevant specifications and work instructions, standard work practices, safety requirements and environmental constraints.
Links
Companion Volume Implementation Guide: to be added [or https// …]

