
Draft 2.0						
This is our work-in-progress update to: CPCCPD3023A Apply texture coat paint finishes by brush, roller and spray
 https://training.gov.au/Training/Details/CPCCPD3023A
We are working with industry experts to ensure the updated unit: 
· meets current and anticipated industry needs 
· complies with current Standards for Training Packages
· is written in clear understandable English.
Information on our training package review and development process is available here: http://www.artibus.com.au/project-stage. 
Summary of changes from current endorsed unit
Draft 1.0 Changes made to this unit:
· re-drafted information relating to Commonwealth & state/territory legislation, workplace requirements and workplace health and safety (WHS) in Element 1 
· removed generic lists of safely requirements as these are covered in the prerequisite unit CPCCWHS2001A - retained safety requirements specific to the unit focus

Draft 2.0 Changes made to this unit:
· Incorporated a range of minor editorial changes suggested by the Technical Advisory Group (TAG) on 12/2/2019



CPCCPD3023 Apply texture coat paint finishes by brush and roller
This unit of competency specifies the skills and knowledge required to apply texture coat paint finishes to different surfaces using brush and roller, meeting all relevant requirements of Commonwealth and state or territory legislation. 
[bookmark: _Hlk512512031]The unit includes preparation of the work area and materials, application of the texture coat paint and completion of clean-up activities
[bookmark: _GoBack]A person working at this level would be expected to take responsibility for organising and completing tasks assigned to them without close supervision.
Completion of the general construction induction training program specified by the model Code of Practice for Construction Work is required for any person who is to carry out construction work.  Achievement of unit CPCCWHS1001 Prepare to work safely in the construction industry meets this requirement.
No licensing, legislative or certification requirements apply to this unit at the time of publication.
Prerequisite Unit
CPCCWHS2001 Apply WHS requirements, policies and procedures in the construction industry. 
Elements and Performance Criteria
	1. Plan and prepare.
	1.1	Review work instructions to apply texture coat paint finishes by brush and roller.
1.2	Plan all work to meet relevant requirements of work health and safety (WHS), Commonwealth and state or territory legislation, environmental plans and obligations, manufacturers’ specifications, and workplace requirements.
1.3	Conduct work with regard to responsibilities in conservation areas and heritage-listed buildings.
1.4	Select and fit personal protective equipment (PPE) as required for each task.
1.5	Inspect work site, assess hazards and apply risk controls, including required signage and barricades.
1.6	Identify materials appropriate to the work application, calculate quantities and prepare, handle safely and locate ready for use.
1.7	Select tools and equipment, check for serviceability and rectify and report any faults.

	2. Prepare materials and application area.
	2.1	Check that materials and substrate surfaces are prepared in accordance with manufacturers’ recommendations and relevant Australian standards.
2.2	Protect surrounding surfaces by drop sheets, masking or removal of objects.
2.3	Check that where doors, windows and associated furniture are removed they are safely stacked, stored and protected.
2.4	Check work site to ensure provision of adequate ventilation and implementation of precautions to prevent fire and explosion.
2.5	Implement measures to ensure application area remains free of dust and foreign matter.
2.6	Set-up area to suit selected application system and prepare system and equipment for use, including checking fittings for function and security. 
2.7	Mix and adjust texture coat paint for application process.

	3. Apply texture coat by brush and roller.
	3.1	Use brushes and rollers following standard operating procedures and manufacturers’ recommendations.
3.2	Apply texture coat paint using application technique to achieve an even finish with required opacity and sheen levels.
3.3	Identify defects in coating and take corrective action to achieve required finish.

	4. Finish the application.
	4.1	Select and use curing method for finished paint surface.
4.2	Apply testing procedures to finished paint surface.
4.3	Re-install doors, windows and furniture without damage to finished surface.

	5. Clean-up.
	5.1	Clean-up meeting all legislative and workplace requirements for safety, waste disposal, materials handling and protection of the environment.
5.2	Clear work area, reuse or recycle materials and place waste and unwanted materials into job waste bins or rubbish stockpile.
5.3	Check and maintain tools and equipment and clean with appropriate solvents.
5.4	Dispose of paint waste and of water and solvents used in cleaning tools and equipment in an environmentally sustainable manner.
5.5	Store tools, equipment and sealed unused materials to avoid spontaneous ignition.	


Foundation skills
Foundation skills essential to performance are explicit in the performance criteria of this unit of competency. 
Unit Mapping Information	
Supersedes and equivalent to CPCCPD3023A Apply texture coat paint finishes by brush, roller and spray.
Links
Companion Volume Implementation Guide: to be added [or https// …]

Assessment Requirements for CPCCPD3023 Apply texture coat paint finishes by brush and roller
Performance Evidence
To demonstrate competency, a candidate must meet the performance criteria of this unit by preparing and applying texture coat paints using brush and roller to a minimum of:
· a complete wall a minimum of 5 metres in length, ceiling to floor with 2 hard edges
· a complete wall, a minimum of 5 metres in length, ceiling to floor including an internal corner (e.g. wall junction and ceiling/wall junction)
· a complete window reveal.
All work must be performed to the standard required in the workplace and must meet the requirements of work health and safety (WHS), Commonwealth and state or territory legislation, manufacturers’ specifications, and environmental plans and obligations.
Knowledge Evidence
To be competent in this unit, a candidate must demonstrate knowledge of:
· safety requirements relevant to applying texture coat finishes by brush and roller
· environmental requirements relevant to applying texture coat finishes by brush and roller
· waste management, including:
· materials storage and environmentally sustainable waste management, including correct disposal of water-based, latex-based and solvent-based paints
· solid waste and paint sludge disposal techniques and relevant legislation, including Environmental Protection Authority (EPA) and local Council regulations
· requirements of AS2311 The Painting of Buildings.
· processes for the calculation of material requirements relevant to applying texture coat finishes by brush and roller
· quality requirements relevant to applying texture coat finishes by brush and roller
· surface preparation techniques related to texture coatings
· texture coat paint systems technology
· applicator system types, characteristics, uses and limitations relevant to applying texture coat finishes by brush and roller
· types, characteristics, uses and limitations of tools and equipment relevant to applying texture coat finishes by brush and roller
· texture coatings and their properties, uses and limitations.
Assessment Conditions
Assessors must meet the requirements for assessors contained in the Standards for Registered Training Organisations. 
This unit must be assessed: 
· in the workplace or a close simulation of the workplace environment, provided that simulated or project-based assessment techniques replicate construction workplace conditions, materials, activities, responsibilities and procedures.
· using realistic tasks or simulated tasks, relevant specifications and work instructions, standard work practices, safety requirements and environmental constraints.
Links
Companion Volume Implementation Guide: to be added [or https// …]
