Draft 2.0						
This is our work-in-progress update to: CPCCPD3031 Work safely with lead paint and asbestos surfaces in the painting industry
 https://training.gov.au/Training/Details/CPCCPD3031A
We are working with industry experts to ensure the updated unit: 
· meets current and anticipated industry needs 
· complies with current Standards for Training Packages
· is written in clear understandable English.
Information on our training package review and development process is available here: http://www.artibus.com.au/project-stage. 
Summary of changes from current endorsed unit
Draft 1.0 Changes made to this unit:
· modifications to performance and knowledge evidence
· re-drafted information relating to Commonwealth & state/territory legislation, workplace requirements and workplace health and safety (WHS) in Element 1 
· removed generic lists of safely requirements as these are covered in the prerequisite unit CPCCWHS2001A - retained safety requirements specific to the unit focus

Draft 2.0 Changes made to this unit:
· Incorporated a range of minor editorial changes suggested by the Technical Advisory Group (TAG) on 12/2/2019
· Title change, as per TAG advice on 13 March 2019
· Minor changes to elements 2 and 3 and their pcs – further work will be undertaken to update the these fields. 




CPCCPD3031 Work safely with lead paint and asbestos surfaces in the painting industry 
Application
This unit of competency specifies the skills and knowledge required to safely treat lead paint and asbestos hazards, meeting all relevant requirements of Commonwealth and state or territory legislation.  
[bookmark: _Hlk512512031]The unit includes hazard identification, preparation of the work area, removal of contaminated material, encapsulation of contaminated material and completion of clean-up activities.
A person working at this level would be expected to take responsibility for organising and completing tasks assigned to them without close supervision.
[bookmark: _GoBack]Completion of the general construction induction training program specified by the model Code of Practice for Construction Work is required for any person who is to carry out construction work.  Achievement of unit CPCCWHS1001 Prepare to work safely in the construction industry meets this requirement.
No licensing, legislative or certification requirements apply to this unit at the time of publication.
Prerequisite Unit
CPCCWHS2001 Apply WHS requirements, policies and procedures in the construction industry. 
Elements and Performance Criteria
	1. Plan and prepare.
	1.1	Review circumstances in which lead-based paint and asbestos hazards may be encountered.
1.2	Review work instructions to implement safe lead paint and asbestos work practices, determine the location of asbestos, and test for lead-based paint.
1.3	Select and fit personal protective equipment (PPE) as required for each task.
1.4	Plan all work to meet relevant requirements of work health and safety (WHS), Commonwealth and state or territory legislation, environmental plans and obligations, manufacturers’ specifications, and workplace requirements.
1.5	Inspect work site, assess hazards, including lead tests on soils, and apply risk controls, including required signage and barricades.
1.6	Select tools and equipment, check for serviceability and rectify and report any faults.

	2. Define and prepare work area.
	2.1	Select process for the identification, management and treatment of lead-based paints and asbestos in buildings.
2.2	Determine the stabilisation method to make the building safe from contaminants and apply temporary control measures.
2.3	Establish and maintain safe working area around lead-based paint and using temporary control measures, barriers and signage.
2.4	Protect furnishings, other surfaces, surrounding ground areas, drinking vessels, water storage and foodstuffs and seal doors and windows.
2.5	Apply debris and waste management procedures for control of lead and asbestos contamination from flake, chalk and dust. 
2.6	Position tools and equipment for job requirements.	

	3. Remove lead paint.
	3.1	Determine and apply removal processes for lead paint.
3.2	Quarantine contamination area and protect people at risk in accordance with regulatory requirements.
3.3	Apply removal processes for lead paint and contaminated materials.
3.4	Select and apply methods for the containment and disposal off-site of lead paint and contaminated materials to regulatory requirements.

	4. Manage asbestos on paint surface.
	4.1	Apply methods for the containment asbestos on existing surfaces to regulatory requirements.
4.3	Encapsulate asbestos with specialised encapsulant to manufacturer’s specifications.
4.4	Dispose of asbestos according to regulatory requirements.
4.5	Repair, restore and prepare substrates for containment coatings.

	5. Clean-up.
	5.1	Test work site to ensure that no further contamination has occurred.
5.2	Clean-up meeting all legislative and workplace requirements for safety, waste disposal, materials handling and protection of the environment.
5.3	Clear work area, reuse or recycle materials and place waste and unwanted materials into job waste bins or rubbish stockpile.
5.4	Check and maintain tools and equipment and clean with appropriate solvents.
5.5	Dispose of paint waste and of water and solvents used in cleaning tools and equipment in an environmentally sustainable manner.
5.6	Store tools, equipment and sealed unused materials to avoid spontaneous ignition.	


Foundation skills
Foundation skills essential to performance are explicit in the performance criteria of this unit of competency. 
Unit Mapping Information	
Supersedes and equivalent to CPCCPD3031A Implement safe lead paint and asbestos work practices in the painting industry.
Links
Companion Volume Implementation Guide: to be added [or https// …]

Assessment Requirements for CPCCPD3031 Work safely with lead paint and asbestos surfaces in the painting industry
Performance Evidence
To demonstrate competency, a candidate must meet the performance criteria of this unit by: 
· applying a chemical stripping treatment to of at least 6 square metres of lead paint 
· applying a non-chemical stripping treatment to of at least 2 square metres of lead paint
· using a paint system to encapsulate at least 6 square metres of lead paint 
· using a paint system to encapsulate at least 6 square metres of asbestos.
All work must be performed to the standard required in the workplace and must meet the requirements of work health and safety (WHS), Commonwealth and state or territory legislation, manufacturers’ specifications, and environmental plans and obligations.
Knowledge Evidence
To be competent in this unit, a candidate must demonstrate knowledge of:
· industry standards recommendations for lead and asbestos contamination
· current regulatory requirements and industry standards for safe removal of lead and encapsulation of lead paint and asbestos
· safety requirements relevant to implementing safe lead and asbestos work practices in the painting industry
· environmental requirements relevant to implementing safe lead and asbestos work practices in the painting industry
· types, characteristics, uses and limitations of tools, equipment and materials, including:
· chemical strippers (caustic based, flammable and methylene chloride)
· containment receptacles (heavy duty)
· disposable heavy duty plastic
· disposable personal boot covers and coveralls
· high efficiency particulate accumulator (HEPA) filtered vacuum cleaner
· HEPA filtered sanders
· measuring tapes and rules
· respirators (maintained to AS1716)
· testing for presence of lead
· non-chemical and chemical removal processes for lead paint, including: 
· use of HEPA vacuum and sanders
· dry scraping
· wet sanding
· wet scraping 
· bicarbonate of soda blasting
· chemical stripping
· products available for chemical stripping treatments, their uses and limitations
· encapsulation treatments for lead and asbestos, their uses and limitations
· contaminant control techniques and processes for lead-based paint flakes, dust and chalk
· health risks associated with lead, lead-based paint products and asbestos
· materials storage and environmentally friendly waste management
· plans, drawings and specifications relevant to implementing safe lead and asbestos work practices in the painting industry
· processes for the calculation of material requirements relevant to implementing safe lead and asbestos work practices in the painting industry
· quality requirements relevant to implementing safe lead and asbestos work practices in the painting industry.
Assessment Conditions
Assessors must meet the requirements for assessors contained in the Standards for Registered Training Organisations. 
This unit must be assessed: 
· in the workplace or a close simulation of the workplace environment, provided that simulated or project-based assessment techniques replicate construction workplace conditions, materials, activities, responsibilities and procedures.
· using realistic tasks or simulated tasks, relevant specifications and work instructions, standard work practices, safety requirements and environmental constraints.
Links
Companion Volume Implementation Guide: to be added [or https// …]
